Contents

Wei Su and Hong Mei Zhu

*In situ* corrosion fatigue life of 2198-T8 Al–Li alloy based on tests and DIC technique — 1383

Prasanna Nagasai Bellamkonda, Malarvizhi Sudersanan and Balasubramanian Viswalingam

Characterisation of a wire arc additive manufactured 308L stainless steel cylindrical component — 1397

Seçil Ekşi and Hüseyin Pehlivan

Mechanical properties of a 7075-T6 aluminum alloy at elevated temperatures — 1410

Gizem Acar Yavuz, Binnur Gören Kıral, Berkan Hızarcı and Zeki Kıral

Low-velocity single and repeated impact behavior of 3D printed honeycomb cellular panels — 1420

Britta Schramm and Deborah Weiß

Fracture mechanical evaluation of the material HCT590X — 1437

Wenchao Shi, Hong Cao, An Chen, Beishun Cui, Feng Xu, Chuanmei Xue and Dongmei Gong

Effects of forging on the mechanical properties of B₄Cp/Al composite with flaked Al and Al₂O₃ particles — 1450

Ş. Hakan Atapek, İrfan Eker, Fulya Kahriman and Seyda Polat

Homogenization effect on precipitation kinetics and mechanical properties of an extruded AA7050 alloy — 1455

Aidel Kadum Jassim Al-Shamary, Ramazan Karakuız, Halis Kandas and Okan Ozdemir

Low velocity impact response of sandwich composites with hybrid glass/natural fiber face-sheet and PET foam core — 1465

Mehmet Fırat, Bora Şener, Toros Arda Akşen and Emre Esener

Earing prediction of 2090-T3 aluminum-cups using a complete homogenous fourth-order polynomial yield function — 1480

Engin Ünal and Samet Özcan

Imitation of human muscle by using an electromechanical system — 1495

Betül Sultan Yıldız, Sujin Bureerat, Natee Panagant, Pranav Mehta and Ali Rıza Yıldız

Reptile search algorithm and kriging surrogate model for structural design optimization with natural frequency constraints — 1504

Jakob Schwarzmann and Tim Beiküfner

Online magnetic flux leakage detection of inclusions and inhomogeneities in cold rolled steel plate — 1512

Xiao Yang, Yan Liu, Xian-feng Zhang, Xue-feng Li, Xin-yao Zhang and Ling-qing Gao

Characterization of hydrogen assisted corrosion cracking of a high strength aluminum alloy — 1527

Michel Blankschän, Daniel Kanzler, Marija Bertovic, Martina Rosenthal and Robert Liebich

Influence of illuminance on indication detectability during visual testing — 1532

Robin Roj, Aileen Blondrath, Ralf Theiß and Peter Dültgen

Quality optimization of FDM-printed (fused deposition modeling) components based on differential scanning calorimetry — 1544