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Abstract: Difficult to cut materials such as nickel and tita-
nium alloys are used in the aeronautical industry, the for-
mer alloys due to its heat-resistant behavior and the latter
for the lowweight - high strength ratio. Ceramic toolsmade
out alumina with reinforce SiC whiskers are a choice in
turning for roughing and semifinishing workpiece stages.
Wear rate is high in themachining of these alloys, and con-
sequently cutting forces tends to increase along one oper-
ation.
This paper establishes the cutting force relation between
work-piece and tool in the turning of such difficult-to-cut
alloys by means of a mechanistic cutting force model that
considers the tool wear effect. The cutting force model
demonstrates the force sensitivity to the cutting engage-
ment parameters (ap, f) when using ceramic inserts and
wear is considered.
Wear is introduced through a cutting time factor, being
useful in real conditions taking into account that wear
quickly appears in alloys machining. A good accuracy in
the cutting force model coefficients is the key issue for an
accurate prediction of turning forces, which could be used
as criteria for tool replacement or as input for chatter or
other models.

Keywords: Inconel 718, ceramics, cutting coefficients,
time-dependent wear

*Corresponding Author: Luis Norberto López de Lacalle: Uni-
versity of the Basque Country UPV/EHU, Department of mechanical
engineering; Email: norberto.lzlacalle@ehu.eus, Tel: +34-946014216
Gorka Urbicain Pelayo, Asier Fernández-Valdivielso, Alvaro
Alvarez, Haizea González: University of the Basque Country
UPV/EHU, Department of mechanical engineering

1 Introduction
Gas and aero turbines manufacturing is a top notch appli-
cation, in which machining plays an important role, be-
ing responsible for the final part precision and surface in-
tegrity. The use of new advanced materials has played a
major role on this improvement; hence, up to 50% of the
increase obtained in turbines efficiency is attributed to su-
per alloys (nickel base) and titanium alloys, both kinds in-
cluded in the group S (orange) in the ISO (513:2012)materi-
als classification. The development of nickel-based super-
alloys led into an increase in the turbine entrance temper-
ature up to 350∘C over the last decades, and thus during
the next years an increase of 200∘C in the entrance tem-
perature is estimated, based on Clean Sky European ini-
tiative [1, 2]. In manufacturing of turbines, turning is the
most important operation for cases and disks for all kind
of engine segments. Alloy Inconel 718 (UNS N07718) is by
far the most widely used nickel-based superalloy and the
most studied one. The high ramp up of new deliveries re-
quiredby aeroenginemarket implies an increase in cutting
speed, that can be provided by ceramic tools.

Alloy 718 includes nickel asmain element, beingmore
than half of itsmass byweight. It also has important quan-
tities of chromium and iron, around 19% wt. and other
non-insignificant quantities of alloying elements such as
niobium, molybdenum, titanium or aluminum. Turbine
vases and discs represent the principal component made
of Alloy 718 as high-strength is required at high tempera-
tures given the high centrifugal force reached by engine
disks running at full load, but it is also used in cases,
parts of combustor, blades, etc. This alloy maintains high
strength and good ductility up to about 650∘C. For many
workshops, it is the reference of the group S material re-
garding machinability

However, these alloys are also difficult-to-cut materi-
als (i.e., the present high specific cutting force, rapid tool
wear) because of their tendency to suffer work hardening
by the tooltip rubbing effect on just machine surface on
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one hand, and their high shear strength and ductility on
the other. In addition, the highly abrasive nature of the al-
loy carbide particles reduces tool life and produces poor
surface finish. Because of that, the thermo-mechanical
andmetallurgical phenomenabetween tool insert andma-
chined surface need to be explored. That fact explains the
efforts done in the last years on this issue. A time ago,
Narutaki et al. [3] studied the wear resistance of several
ceramic tools during severe turning conditions up to 500
m/min. A complete state of the art in the field of ceram-
ics and Inconel 718 machining can be found in Dudzin-
ski et al. [4], in which wear evolution was also considered.
In order to define appropriate tool geometry and cutting
conditions for such difficult to cut materials, intense re-
search work under the concept of high speed machining
(HSM)wasperformed, employing carbide tools in the turn-
ing process. Hence, Fang and Wu [5] explained a detailed
comparativemachining study between Inconel 718 and Ti-
6Al-4V, finding empirical relationships to determine cut-
ting forces depending on cutting speed and feedrate. Ad-
ditionally, Thakur et al. [6] studied tool wear effect and
showed the trends in the surface finish under different cut-
ting conditions.

On the other hand, and referring to ceramic tools, the
so-called hard turning technique of hardened steel was
studied. Hard turning in automotive applications must be
stable, so statistical analysis of previous results is a valu-
able approach; so, Khotamasu et al. [7] presented a model
topredict cutting tool flankwear and forces inhard turning
based on experimental data; in addition, Kountanya [8]
developed a general 3D model for corner-radiuses, cham-
fered, edge-honed cutting worn tool. Some industrial ap-
plications of hard turning are found in [8–10], in which
wear evolution dramatically affects both part quality and
process economy; tool wear causes higher forces and tem-
peratures, affecting quality. Hard turning presents two
choices, the expensive PCBN tools on one hand and the
cheaper ceramic tool approach on the other. The best op-
tion in ceramic tool involves theuse of hard ceramicmatrix
(Al2O3) reinforcedwith extremely resistant silicon-carbide
whiskers. This type of ceramic inserts is able to withstand
2000∘C, providing the whiskers enough toughness for in-
terrupted turning. The growing requirement to increase
productivity, along with the interest for reducing coolant
consumption during machining of nickel-base alloys, has
turned attention to ceramic tools, which are able to with-
stand the high temperatures reached during the machin-
ing of Fe-Ni based alloys, and making the dry cutting ap-
proach feasible. In this issue, several authors investigated,
such as Arunachalam et al. [11] who analyzed the CBN
and mixed ceramic (Al2O3 and TiC) tools behaviour us-

ing optimal cutting parameters [12], observing the resid-
ual stresses and surface integrity of workpieces. In [13] it is
studied the ceramic tool failure in intermittent hard turn-
ing, proposing a method to stablish stresses along cutting
length. Cermetswere also under evaluation byXu et al. [14]
at cutting speed of 50 m/min, speed lower than ceramic
values usually in the range of 300-400 m/min.

Regarding carbide tools, a practical view is shown
in [15], focusing on the effect of excessively worn tools in
nickel-based superalloys. Also, in [16], the effect of carbide
size and spacing on the fretting wear resistance of Inconel
690 in experiments is presented, in the same way that Mi
et al. [17] did. Fernández-Valdivielso et al. [18] identified
as well the best combination of carbide grades, chipbreak-
ers shapes, and other features for having the best tool per-
formance. Additionally, they checked surface integrity ef-
fects.

High pressure cooling strategies help in turning pro-
cess due to its ability to form an hydraulic wedge on tool
rake face, lifting the chip and gain access to the cutting
zone,which leads to a reduction of the tool-workpiece con-
tact region lowering the friction zone, which in turn re-
sults in reduction in cutting temperature and component
forces. This phenomenon was observed by Ezugwu and
Bonney [19], who machined Alloy 718 with carbide tools
at speeds up to 50 m/min using conventional and high
coolant pressures, up to 203 bar. Vagnorius and Sørby [20]
claimed that SiAlON ceramic inserts with improved resis-
tance to notching in machining of Alloy 718 under high-
pressure cooling comparing itwith conventional one. They
observed that notch wear increased but it was not critical
to tool live, and even flankwearwas reduced.Wei et al. [21]
studied flank wear and the influence of hydrogen contents
on the rake craterwear inTi-alloys.Other aeronautic alloys
have been tested in terms of surface finish and residual
stresses, such as Jomaa et al. [22] in dry machining condi-
tions. Finally, other emerging approaches such as plasma
or laser assisted processes [23], or ultrasonic assisted pro-
cesses [2] are in discussion, being surface integrity always
a concern.

In this study, straight cylindrical turning experiments
were carried out in Inconel 718 using ceramic inserts
to obtain specific cutting force coefficients. Face turning
could be also an option, but operational performing is
longer [24]. Other works focused on polycrystalline dia-
mond (PCD) tools instead of ceramics [25] are also an in-
teresting alternative, but temperature is always a serious
drawback for PCD. Testing is necessary to study the com-
plex tool wear in turning of such a low machinability ma-
terial. Starting from this experimental base, the effects of
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depth of cut and cutting speed on tool flankwearwere also
investigated.

The model can be used to determine forces on turning
of thin-walled cases or other turbine components, or being
part of a chatter model.

2 Force Modelling
Similar in essence to other predictive models in turning
and milling [26, 27], a mechanistic model is proposed for
calculating turning force. But, here an additional com-
ponent is considered. So, the total force during the cut-
ting process is divided into two main components. Firstly,
cutting force components due to the chip removal pro-
cess itself, which it is supposed to remain steady along
the process. Secondly, a component related with the tool
wear growing along the cutting process, which the nov-
elty of the model. The latter component depends on wear
and consequently on machining time, so it must time-
dependent, as it is shown in the Equation (1) formodelling
the total force during the chip removal process.

F (t) = Fcutting + Fwear (t) (1)

At the same time, the so-called cutting force is sub-
divided into two effects: the force due to the shear stress,
Fc, which is the dominant component of the removal pro-
cess and responsible of the great fraction of the energy
consumption. And secondly, the edge force Fe at the rake
and relief surfaces, due to the friction contact between the
chip and the tool insert produced during chip removal and
some from the rubbing of relief face on part surface. If
those three effects are decomposed, the equation results
as follows:

F (t) = Fc + Fe + Fc(t) (2)

The wear component allows adapting this model to
the full process time, up to flank wear reaches the maxi-
mum threshold, usually VB 0.3 mm is the ISO recommen-
dation is followed. The models for each of the three sub-
components are as follows.

2.1 Shear force component

The shear force Fc comes from the metal cutting process
itself, involving the shear deformation process inherent to
chip formation in ductile alloys. Using a linear model, and
introducing the effects of the side cutting edge angle and
the depth of cut (ap) inside the cutting coefficient, cutting

force can be expressed as a function of the feed. The ap-
proach includes the effect of hardening in the coefficient
dependency on ap. Equation (3) shows the model for the
coefficient and force component [28]:

Fcx(ap) = Kcx (ap) · f (3)

where Kcx is the cutting coefficient for the X direction in
[N/m] considering the depth of cut inside the cutting co-
effcient, ap the depth of cut and f the feed per revolution.
Similar relationships are established for the Y and Z direc-
tions.

2.2 Edge force component

The interaction between the workpiece surface and the
tool flank face is still not well understood. From the works
of Kobayashi and Thomsen [29], along with Thomsen et
al. [30] and Zorev [31], it can be said that the deformation
located in theprimary shear zone and the frictionphenom-
ena on the rake face are not mainly affected by flank wear,
that is, the basic cutting quantities remain unaffected by
the tool flank wear land size.

The edge force is considered as the friction, adhesion
and diffusion phenomena over the chip-rake face, and it
can be written as in [28]:

Fex (ap) = Kex(ap) (4)

where Kex is the corrected specific edge force inX direction
in [N], one that depth of cut is introduced. Similar relation-
ships are found in Y and Z directions.

2.3 Wear force component

As it was explained in the previous subsection, flank
wear has several consequences on process. For instance, it
tends to stabilize the systemmainly at low spindle speeds:
this is the so-called process damping effect, very known in
study of the chatter vibration problem. On the other hand,
cutting becomes more aggressive with cutting edge dull-
ness and forces increase.

Two main different research lines were used to model
the effect of the tool flank wear. The first approach based
on the contact force model [32, 33] establishes a propor-
tionality relationship between the contact force and the
displaced volume of the workpiece under the tool. This
model is suitable for mild steels turning, but not for hard
materials because of the difficulty in estimating the dis-
placed volume in short tool life spans. Besides, the mea-
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surement of the flank wear length (VB) becomes compli-
cated for ceramic inserts, where cutting is so aggressive
that tool life is short and chipping frequent.

The other proposed approach is based on the slip-line
model [34]. In this concept, the frictional force originated
by the sliding of a hard relatively smooth surface over a
softer one can be assumed as the force needed to push lay-
ers of plastically deformed material along the soft surface
ahead of asperities on the hard surface. So, Kobayashi and
Thomsen considered the slip-line field under the tool flank
wear. In the same way Waldorf et al. [35] introduced non-
uniform load distribution along the flank wear area to es-
timate the ploughing force.

In this work, an alternative view of the edge wear is
put into practice for the prediction of the total force. The
method lies basically in the fact that it does not include
any considerations onto the tool-workpiece material in-
teraction, introducing them by means of coefficients. As
the forces involvedduringmachiningof low-machinability
materials are strongly time-dependent, even more if using
ceramics tools (because of the high cutting speeds in ex-
cess of 300m/min), it seems reasonable as a first approach
an expression like Eq. (5):

Fwx (t) = Kwx(ap)
Vc
Vf
t (5)

where Kwx is the specific edge force in X direction as func-
tion of the depth of cut. Further on, the physical sense and
composition of this coefficient will be explained. The for-
mula (5) also shows a ploughing force proportional to the
chip removal speed given by the cutting speed and an in-
versely proportional dependence on the linear feed rate Vf
given in mm/min.

3 Experimental setup and data
acquisition

The straight turning experiments were conducted in a
CMZ® TBI-450MC turning center, see Figure 1. The work-
piece was a cylinder of Inconel 718 (�100mmX L300mm)
in annealed state, clamped in a power chuck, important
at high speeds, and using a tailstock. Dry condition was
usedbecause of ceramics resistance toheat, althoughMQL
and cryogenic gases also have lead to good results [36].
Figure 1. Also shows the Cartesian coordinate system: the
mean tangential cutting force (parallel to cutting speed), Z
direction (workpiece axis) and Y axis, the radial direction.

Figure 1: Experimental setup. turning workspace with dynamometer.

 

 

             

            

            

        

        

        

            

           

   

 

   

              

            

           

           

          

      

 

       

         

           

            

             

          

             

           

         

        

 

  

        

 

          

             

           

             

         

          

         

           

             

         

      

 

 

       

         

          

      

        

         

       

   

         

          

          

     

             

            

            

               

  

            

           

            

             

          

 

     

            

            

          

            

          

             

    

 

 
 

 

 

 

 

      

  
    

  
 

Figure 2: ASTM grain size near 8.

Alloy 718 is a Nickel-Chromium alloy, this 718 batch
containing 53.60% of Ni and 18.30% of Cr. There are other
important constituents as 18.02% Fe or important alloy-
ing elements, e.g.Mo 3.06%, Al 0.49%, Ti 0.98% or Nb+Ta
5.02%.

Studying wear when machining Inconel with ceramic
tools is difficult because of the extremely aggressive nature
of this material. This leads to very different results even
when machining theoretically the same material with the
same tool. So, material from a single batch was used for
all tests to prevent any additional effect from chemistry or
metallurgical variations. Specimen grain sizewas ASTM8-
9, microstructure on Figure 2.
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Rhombic ceramic inserts supplied by NTK® Cutting
Tools with ISO reference CNGN120708 T00520 WA1. The
insert grade was a whisker-reinforced composite ceramic
material with silicon-carbide whisker added to alumina
(Al2O3+SiC: Density: 3.7 g/cm3; Hardness: 94.5 HRA;
Bending Strength: 1200 MPa; Young modulus: 400 GPa,
Thermal expansion coefficient: 7.0x1-6/K; Thermal con-
ductivity: 35 W/mK).

The recording system used was composed by a
KISTLER® dynamometer, type 9257B and a signal ampli-
fier 5017, using an OROS® multichannel analyzer by NV-
GATE software 6.2 and a PC for data processing and stor-
age.

Cutting tests were done at two cutting speeds: Vc = 250
and 300 m/min, applying six different depths of cut: ap
ranging from0.4 to 0.9mm, in steps of 0.1mm. Finally, four
different feedrateswere tested for eachof thedepths of cut,
thus f = 0.05, 0.1, 0.15, 0.2 mm/rev.

Each of the series was driven with new inserts, being
the wear measured at the end of each cutting experiment.
All tests were repeated twice, and values were just the av-
erage one of both. If divergence between same tests were
in excess of 7%, a third one was repeated in order to disre-
gard the previous biased one.

4 Cutting force analysis
A typical turning force measurement is shown in Fig-
ure 3. In order to capture only the effect of cutting process
and eliminating the tool wear effect, the force magnitude
was measured at seven points/times for each experiment,
along with the beginning of the first feed rate, and in the
transition point between two different feed rates.

In this way, the forces due cutting process under each
feed rate can be defined as:

Ff=0.05 = F1 (6)
Ff=0.10 = Ff=0.05 + ∆1
Ff=0.15 = Ff=0.10 + ∆2
Ff=0.20 = Ff=0.15 + ∆3

Following the above criterion, the force components
due to the cutting process show the trend represented in
the left side of Figure 4. For the subsequent analysis of
the measured forces, a linear regression was carried out at
each depth of cut under the four different feed rates adopt-
ing the form:

F = Kc · f + Ke (7)

Figure 3: Example of a single direction signal force measurement
using four different feed rates.

Figure 4: Experimental cutting forces without the wear effect and
linearization for Vc = 250 m/min.

In this way, the slope of each linearization represents
the shear cutting coefficient and the Y-axis intersection
point represents the cutting coefficient due to the edge
force. The cutting coefficients at the two cutting speeds
show a linear tendency as the depth of cut increases, see
Figure 5.

The resulting equations for describing the cutting co-
efficients are shown in Table 1 and Table 2. From these
equations is possible to make a semi-analytical prediction
of the forces without consider the wear effect. These pre-
dictions show a good agreement with experimental data
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Figure 5: Experimental linearized cutting coeflcients: shear cutting
coeflcients (up) in [N/m] and edge coeflcients (down) in [N].

(see Figure 4 the correspondence between simulated and
experimental ones).

Table 1: Shear cutting coeflcient functions. Dependence on the
depth of cut.

Shear cutting coeflcient
Kcx = 2628.5 · ap - 296.5
Kcy = 276.6 · ap + 241.5
Kcz = 797.1 · ap - 391.2

Table 2: Edge cutting coeflcient functions. Dependence on the
depth of cut.

Edge cutting coeflcient
Kex = 60.4 · ap + 26.8
Key = 21.2 · ap + 48.7
Kez = 152.0 · ap - 5.3

An example of prediction for the cutting force, using
the expressions described above, is illustrated in Figure 6.

In this case, a straight cylindrical turning operation is
carried out with ap = 0.6 mm and the selected tool ge-
ometry (CNGN, rhombic geometry with κr = 93∘) leads to
a more pronounced increment of the cutting force in the
tangential direction (cutting speed direction) and in the

Figure 6: Force prediction neglecting the wear effect.

radial direction (Y direction) than in Z direction. This is
the main reason for the small effect on the force in axial
direction, if wear is not considered (Figure 6, down). It is
evident that the consideration of the wear effect over the
force would improve the accuracy between experimental
data and predictions. This is a key issue when cutting low-
machinability materials with ceramic inserts resulting in
an accumulative effect over the forces. The proposed treat-
ment for the computation of wear effects will be discussed
in the next section.

5 Wear force analysis
In the scientific literature, cutting forces are often decom-
posed into pure (shear) cutting forces and friction or edge
forces if wear is not studied. It is reasonable to consider
that wear and edge forces are both due to friction mech-
anisms between the tool and workpiece. However, espe-
cially when machining Inconel, wear mechanisms will af-
fect edge force components (also shear cutting compo-
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nents) because the tool continuously loses material and
so, the edge geometry continuously changes with respect
to its theoretical profile. Under this approach, these ef-
fects were absorbed by the wear component, i.e., the one
that changes against time. In other words, the lineariza-
tion of the cutting and friction components was done prior
to wear analysis, becausewear is time varying and needs a
different treatment. So, cutting and edge components are
considered stationary (constant) phenomena while evolv-
ing phenomena will be packaged inside the wear coeffi-
cient.

Figure 6 shows a relative distortion between the real
cutting forces and the predicted ones without consider-
ing tool wear. This slope due to the wear effect is constant
along each feed rate but slightly varies from one to an-
other. Let Kw be the ratio between increasing force and
time and ∆t1 the length for the first feed rate. From Equa-
tion (7), it can be said that the force at the beginning of the
first feed rate could be expressed as:

F1,st = Kc(ap) • f + Ke(ap) (8)

Then, considering the effect of wear, the force at the
end of the first feed rate is defined by:

F1,end(∆t,1) = F1,st + Kw(Vc/Vf )∆t1 (9)

where, Kw is the wear coefficient to determine the effect in
the force inN/s. Thus, under the consideration that there is
not significant wear in the transitions between feed rates,
the force at the beginning of the second feed rate is:

F2,st = F1,end + ∆1 (10)

The same approach can be extended to predict the to-
tal force as dependent on time, because wear effect causes
an increasing effect on the cutting force.

The analysis to obtain the wear coefficients for the
time dependent term in equation (7) uses a linear ap-
proach as well, as it was explained for Kc and Ke coef-
ficients. The analysis finds the relationship between the
slope force-time as dependent on the depth of cut. The ex-
pressions to describe this wear coefficient are in Table 3.

The force thus obtained, considering the effects of the
cutting process as well as the effect introduced by wear
as tool life decreases, is shown in Figure 7. Here, it is
clearly denoted the matching between experimental mea-
surements and force predictions.

At the view of Figure 7, a machinist could establish a
threshold value for considering the tool replacement, al-
lowing programmers to foretell turning force components
at different wear stages. The tool life is very short when ce-
ramics are used at 300-400 m/min, so estimation is use-
ful for work preparation. For instance, Figure 8 shows the

state of two tools after experiments in Figure 7, for 250 and
300 m/min respectively. Notch wear is disregarded when
flank wear is determined.

6 Wear effects on stability
Unfortunately, tool wear cannot be neglected when ma-
chining difficult-to-cut alloys. The quality of machined
parts is affected by changing conditions at the chip-tool
interface. Changes in tool geometry will have drastic con-

Table 3: The wear coeflcient functions depending on depth of cut.

Wear cutting coeflcient
Vc = 250 m/min Vc = 300 m/min

Kwx = 0.1474 · ap + 0.4338
Kwy = 0.3850 · ap + 0.7763
Kwz = 0.6226 · ap + 0.5504 Kwx = 0.1987 · ap +

0.5845
Kwy = 0.6186 · ap + 1.2475
Kwz = 0.9714 · ap + 0.8589

Figure 7: Force prediction considering the wear effect.
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Figure 8: Tool wear of Al2O3+SiCw: new and worn tool (rake and
relief faces views), at 250 m/min (up row) and 300 m/min (down
row).

Table 4: Cutting coeflcients at different stages of tool wear.

t = 0s t = 15s t = 30s
Kcx = 1,018
N/mm2

Kcy = 380
N/mm2

Kcz = 7.5 N/mm2

Kcx = 1,170
N/mm2

Kcy = 670
N/mm2

Kcz = 266
N/mm2

Kcx = 1,322
N/mm2

Kcy = 961
N/mm2

Kcz = 525
N/mm2

sequences on the dynamics of the cutting process. First,
cutting coefficients rapidly increase leading to lower ad-
missible depths of cut. However, tool wear has also pos-
itive effects at low cutting speeds, where process damp-
ing tends to increase the available free chatter zones [37].
On the side of monitoring, many authors in the literature
pointed towards the importance of recording the vibration
(acceleration) signal [38, 39]. These approaches need fur-
ther improvements in order to be reliable solutions.

On the side of modelling, we present some stability
lobes considering tool wear from the corresponding dy-
namic turning model. The above expressions for the spe-
cific cutting energy were introduced in the chatter model
presented in [40–42]. The Chebyshev collocation method
(CCM) was used with meshes of 200x150 and 250 dis-
cretization points and the tested modal parameters were:
fn = 711.75 Hz, k = 1e7 N/m, m = 0.5 kg, ξ = 0.01. A tool with
κr = 45∘ angle, similar to round inserts, is assumed. The
cutting coefficients considering tool degradation over time
were calculated at times t = 0 (new), 15 and 30 s (Table 4)
using ap = 0.5 mm and f = 0.1 mm/rev.

Figure 9 shows how important is keeping tool wear
under control to avoid chatter. It significantly decreases
the chatter free zones in a few seconds what is particu-
larly risky in aerospace industry when turning expensive
parts. Additionally, when combining worn tools and low

Figure 9: Stability lobes considering tool wear.

spindle speeds (for instance, in turning or boring) it is im-
portant considering that process damping effect could ap-
pear. This phenomenon tends to increase the stability zone
and is relatively easily to consider within the model. How-
ever, it depends on a number of parameters (tool geom-
etry, preparation, cutting parameters and modal parame-
ters) and it is difficult to obtain experimentally.

7 Conclusions
The cutting force prediction has been always a subject of
concern in the planning of turning operations in Inconel
718 with ceramic inserts. The estimation could help ma-
chinist to program tool replace or reduce the risks in cases
of thin-wall parts machining.

This study presents a predictive model to obtain the
three force components in the straight turning process,
based on a linearization of the tool wear progression. This
linearization lies in the slope observed during the experi-
ments performed at several cutting speeds. Because of the
aggressive cutting of ceramics on superalloys causing high
temperatures and stresses, flank wear effect need to be in-
cluded in the force prediction. In fact, the weight of the
wear component into the total force seems to be so vari-
able that estimation cannot be achieved without consider-
ing the ploughing effects caused by tool corner chamfering
due to wear.

This work proposes a model that considers the wear
coefficients deviation with the depth of cut, offering a set
of equations for different cutting speeds. Similar relation-
ships are found for cutting and edge coefficients. The ef-
fects of feed rate are included for the cutting and wear
terms in the general expressions (for equation (8) and for
equation (9)).

Therefore, model makes possible for given cutting
conditions to predict turning force components at a certain
time. The model achieved has been adjusted in the width
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range from Vc = 250 to 300 m/min, typical for the applica-
tion of Al2O3+SiCw ceramic tools in Inconel 718.

The so proposedmodel can help to obtain forces or be-
ing part of a complex dynamic model.
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MINECO as well, initiative ZABALDUZ, and UPV/EHU
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Nomenclature
κr cutting edge approach angle in ∘

ξ damping ratio
ap depth of cut in mm
f feed per revolution in mm/rev
fn mode frequency in Hz
k modal stiffness in N/m
Kcx shear cutting coefficient in N/mm2

Kex specific edge force in N/mm
Kwx specific edge wear force in N/s
m mass
VB flank wear in mm
Vc cutting speed in m/min
Vf linear feed rate in mm/min
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